Configuration Revision

Dash # ECO |Rev.|Description Date Approv ed

-1 As Shown A |Production release. 10/04/12 | MKN/BAW

5892 | B |Update DO-160 specifications and document title. 12/12/12 | BMC/BAW
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SPECIFICATIONS g, L.

Model MD302 Standby Attitude Module (SAM™) F
Feat Panelmounted solid-state Standby Attitude Module providing attitude, altitude, airspeed,
eatures

and slip with LCD display and data output

i Installation options for panel tilt, range markings, attitude appearance, display orientation,

Configuration . . L .

altitude/airspeed units, lighting characterization and data output format
Certifications FAATSO-C2d (Type B), C3e, C4c, C10b, C106, C113a, C179a

RTCADO-178B, Level A
Qualifications RTCADO-254, Level A " atvlPart Numo 5 i

em art Number [Description
RTCADO-160G (F1)(S2)AB[R(BB1)IXXXXXXZ (ZXX)AZ(ZC)[WF] P [B3H3L3] XXAX Y S
- - - - - 1 1 [9017165-1 Assembly, MD302

Output ARINC 429 information for attitude, altitude, and airspeed -

. . _ . 4 . Connector Pinout 2 | 1 [9017790-1  |Nameplate, MD302
Updates Field updates available via download and installed using standard USB flash drive T J+10-32VDC input 8 TARING ouf B 3 1 1018956 Label, Warranty
DlSple (2] 2.4" QVGATF Active Matrix LCDs 2 |valid Signol out 9 |reserved 4 1 DC-9 Dust COD, Size 9 D-sub
Power Input 10-32VDC; 0.15 watts nominal, 25 watts maximum 3 [ARINC out A 10 [config clock 5 2 |VC-312-8 Dust Cap, air ports
Backup Power Integrated rechargeable and field-replaceable battery provides 1 hour minimum of 4 |reserved 11 [reserv ed gg'EL(EfFSlE%TiELTVé'SWEEWONS DRAWN: This dox ‘:C“O”;ﬁ;;;’;ﬁﬁ'ﬁ?ﬁ;‘;ﬁ%"g*ﬁ;@'“.2%";31?2 M . d ~ .l.' '|'m

backup power 5 |config power 12| ARINC in A N A oy PeTag e i o ons g’? viiGwontinen
Case/Bezel Aluminum extrusion case with black anodized bezel 6 |ground 13 [ARINC in B Maiirestile 121/ B oL Gy way detmental fo ihe

15-pin D-Sub Configuration Module, MCIA p/n 9017275 7 |lighting bus input 14 [config data éﬁ;i?gg& APPROVED: TITLE: PART NUMBER:
Mating Connector - ) AR=+0.5° :

° Pitot / Static quick disconnect fittings; MCIAp/n 9017642 15 [config retum CONC’EH%%{?YR; 5%85 1R MKN Standby Attitude Module 6420302
- BREAK ALL SHARP EDGES

Weight 1.61bs (0.73 kg) THREADS PER MILS 7742 10/4/2012 SCALE: 45 DO NOT SCALE THIS DRAWING SHEET: 1 of 1
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